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FOR SUPPORTS AND
OTHER PRODUCTS:

PRODUCT CODE SIZE IN MM FINISH CODE

FOR TRAY:

TYPE OF TRAY DEPTH IN MM WIDTH IN MM FINISH CODE

For a more detailed explanation of finish standards and compatibility, visit: www.cablofil.com.

CABLOFIL PRODUCT CODE:
Our part number makes it easy to identify part type, size and finish. 

Please use this code whenever ordering or specifying any Cablofil product.

SY M B O L F I N I S H STA N DA R D AP P L I CAT I O N

Pre-Galvanized: ASTM A 653 Interior applications: 
Continuous Galvanization Norm NF/A 91-131 Commercial offices  
Before Fabrication Computer rooms

Electrozinc: ASTM B 633 Interior applications:
Electrozinc plating Norm NF/EN 12-329 Commercial offices

Computer rooms

Hot Dipped Galvanized: ASTM A 123 Exterior applications:
After Fabrication Norm NF/EN/ISO 14-61 Corrosive Environments 

Dacromet: ASTM F 1136 Exterior applications:
Zinc and Aluminum Protection Corrosive Environments
Equivalent to Hot Dip Galvanization

Stainless Steel 304L ASTM A 380 Clean Rooms
Cleaned and Passivated Norm NF 10-088-2 Food preparation

Wash down areas

Stainless Steel 316L ASTM A 380 Marine Environments
Cleaned and Passivated Norm NF 10-088-2 Oil rigs, Ships, Refineries,

Power Plants, Waste Water 
Treatment Plants, Cement Plants,
Pulp and Paper Mills

Black Painted: ASTM D 3451 Exposed interior applications: 
Black Powder Coated Retail stores, Hospitals,

Control cabling, Data centers

Custom Painted: ASTM D 3451 Exposed interior applications:
Custom Color Schools, Casinos, Data centers,
Powder Coated Control cabling, Hospitals

Cablofil wire cable tray and accessories are available in a variety of finishes to meet
any industry need, from decorative to extreme environments. Use this color code
to help you to determine the best finish for your application and its availability.Finishes
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4.13
105

Finish Polyester Powder Coat ASTM D 3451
CATALOG NUMBER

('*' BL = BLACK)
('*' WH =WHITE)

('*' PE = SPECIFY)
'A' inches 'A' mm

CF105/100* 3.937 100
CF105/150* 5.904 150
CF105/200* 7.874 200
CF105/300* 11.81 300
CF105/450* 17.71 450
CF105/500* 19.68 500
CF105/600* 23.622 600
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DETAIL A 
SCALE 1 : 2

NOTE: CONDUCTIVE TAPE APPLIES 
    TO PAINTED TRAY ONLY.
1. CAREFULLY REMOVE GREEN
    MASK, THE NARROWEST 
    PORTION WHICH HAS BEEN 
    PAINTED OVER.
2. INSTALL SWK SPLICE OVER 
    CONDUCTIVE TAPE (2 PL).
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